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			Andres AG works for major companies in the medical sector. Actually we supply turned parts for traumatology, orthopedics, dental, ophthalmology, endoscopy and hearing aids. We supply highly complex turned parts in top quality, which is absolutely critical for this sector. 
 
We have many years of experience in validating (IQ, OQ, PQ) production processes and we manufacture according to the GMP and GDP guidelines. 
Our expertise is certified: Aside from having attained the ISO 9001 standard, Andres AG also attained the medical standard ISO 13485 in 2011. 
 
We are also a member of the Swiss Medtech.
Our service: Precision turned parts for implants and medical instruments madefrom titanium, surgical steel or high alloy stainless steel.
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                                Coupling axle
                            
                            
                                
                                    Material: Stainless steel AISI 304
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    Electro-polished
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                                Guide bushing
                            
                            
                                
                                    Material: Stainless steel, DIN 1.4034
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    Hardened, passivated
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                                Locking bolt
                            
                            
                                
                                    Material: Stainless steel, DIN 1.4542 (17-4-PH)
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    deep-hole drilled, conical thread on tip
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                                Hand-Instrument with coupling
                            
                            
                                
                                    Material: Stainless steel, DIN 1.4542 (17-4-PH)
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    length over 260mm, completely finished on CNC-lathe, incl. milled fork
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                                Pin for external fixation
                            
                            
                                
                                    Material: Implant steel, 1.4441 (AISI316L)
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    length 300mm, milled thread with spiral flute, special cutting tip,  square-drive
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                                Trocar
                            
                            
                                
                                    Material: Stainless steel AISI 304
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    length over 203mm, completely finished on CNC-lathe
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                                Cannulated Bone-screw
                            
                            
                                
                                    Material: Implant-steel, DIN 1.4441 (AISI316L)
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    deep-hole drilled, whirled profile thread, hex-drive recess
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                                Micro-bone-screw (CMF)
                            
                            
                                
                                    Material: Titanium Grade 2, TiCP
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    Whirled thread with Ø1.5 or 2mm, self-cutting,  cross-drive recess
                                

                            
                        

                        
                    

                
                    
                        
                        
                            
                                
                                    [image: KnochenschraubeTiCP]
                                
                            

                        
                        
                        
                            
                                Bone screw for fixation acetabulum
                            
                            
                                
                                    Material: Titanium Grade 2, TiCP
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    whirled profile thread, hex-drive recess
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                                Self-cutting Locking screw
                            
                            
                                
                                    Material: Titanium Grade 5, TiAl6Nb7
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    conical thread on head, whirled profile thread,  self-cutting, hex-drive recess
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                                Thread-insert
                            
                            
                                
                                    Material: Titanium Grade 5, TiAl6Nb7 or Implant-steel 1.4441
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    Conical thread (outside), internal thread with hex-drive (burr-free!)
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                                Headless Compression-screw
                            
                            
                                
                                    Material: Implant-steel 1.4441
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    Hex-drive recess, cannulated, self-drilling tip, whirled thread,  head-thread with double lead
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                                Headless Compression-screw
                            
                            
                                
                                    Material: Titanium Grade 5, TiAl6Nb7
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    Star-drive recess, cannulated, self-drilling tip, whirled thread,  head-thread with double lead
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                                Angular stable locking screw
                            
                            
                                
                                    Material: Titanium Grade 5, TiAl6Nb7
                                

                            
                            
                            
                                
                                    
                                        Specials:
                                    
                                    Star-drive recess, thread is whirled, double-leaded, multi-staged  and self-cutting
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                                Nipple
                            
                            
                                
                                    Material: Brass CuZn39Pb3
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    gold-plated
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                                Micro-screw with self-cutting thread
                            
                            
                                
                                    Material: stainless steel, DIN 1.4305
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    gold-plated
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                                Axle
                            
                            
                                
                                    Material: Brass, CuZn39Pb3
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    gold-plated
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                                Thread -axle
                            
                            
                                
                                    Material: stainless steel, DIN 1.430
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    gold-plated
                                

                            
                            
                                
                                    
                                        Specials:
                                    
                                    deep inner thread M0.8
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                                Nipple
                            
                            
                                
                                    Material: Brass CuZn39Pb3
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    gold-plated
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                                Micro Contact-Pin
                            
                            
                                
                                    Material: Brass CuZn39Pb3
                                

                            
                            
                                
                                    
                                        Surface:
                                    
                                    gold-plated
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                    Andres AG
Precision Turned Parts
Wassergasse 11
CH-4573 Lohn-Ammannsegg
+41 32 677 53 11
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How to find us

                    
                        Contact persons
                    
                

                
                    Newsletter subscription
                

            

        

    

    
        
            Webdesign by biwac webagentur
        

    


        


        
    

    
        
            

            

            

        

        
            
                

                
                
                
                
                    
                        
                            

                        

                    

                

            

            
                

            

            
            
            
                

            

        

    



    